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1: Step Compressor Motor Power Supply

Three Phase 380 VAC

Circuit Breaker

Compressor 
Contactor

Motor Power 
Terminal

Compressor Motor

L1 L2 L3

Q1 :

K1 :

M1

T1

T2

T3



Q1

K1

L1 L2 L3

CCCAlarm Demand PWR

A B C D N L

N

2: Step ‘PWR’ Terminal

220 VAC

Fuse

Note: Avoid reverse connection 
            of Line “L” wire and 
            Neutral “N” wire



3: Step ‘Compressor’ Terminal

Note: ‘CCC’ connects the ‘Compressor 
              Contactor Coil’ in Series

CCCAlarm Demand PWR

C DA N LB

Q1

K1

L1 L2 L3

N

Emergency

220VAC

Switch

T-STAT
(Optional)

Time-delay 
Relay

HP LP

Compressor
Contactor Coil

Fuse



4: Step ‘Demand’ Terminal

Note: ‘Demand’ connects the ‘Compressor 
              Contactor Coil’ in Parallel

CCCAlarm Demand PWR

C DA N LB

Q1

K1

L1 L2 L3

N

Emergency

220VAC

Switch

T-STAT
(Optional)

Time-delay 
Relay

HP LP

Compressor
Contactor Coil

Fuse



CCCAlarm Demand PWR

A B C D

5: Step ‘Alarm’ Terminal

Alarm Device
(Indicator Light, Buzzer, etc.)

Notes:  Alarm joint only provides passive 
                switch signal 
               Alarm device and its power supply are 
                selected by customers

N L

NL1

220VAC

Fuse


